
MAXIMUM OPERATING TEMPERATURE : 140°F

MAXIMUM AMPS :1.5/2.0 @ 230/220 VAC 60/50 HZ

MAXIMUM AMPS : 3.8/4.2 @ 120/110 VAC 60/50 HZ

310/268 CFM FREE AIR @ 230/220 VAC 60/50HZ

310/268 CFM FREE AIR @120/110 VAC 60/50HZ

SPEC DRAWING IQ300FPW

PROPRIETARY DRAWING

THIS DRAWING IS THE PROPERTY OF ICE

QUBE, INC. AND IS NOT TO BE DUPLICATED

OR ALTERED WITHOUT AUTHORIZATION OF

ICE QUBE, INC.

NONE

SCALEDRAWN

GFD

DATE

5-15-08

SHEET 1 OF 2

IQ300FPW

IQ351157 0

REVISIONS

DATE CHECKEDDESCRIPTIONREV

10-3-16 RCCINITIAL RELEASE0

IQ300FPW INTAKE

INTAKE CABINET

GASKET DRAWING

*IMPORTANT*

GASKET MUST BE

APPLIED AS SHOWN

FOR PROPER OPERATION

AND TO MAINTAIN

NEMA INTEGRITY

FILTER

COVER

TO CABINET

FILTERED AIR

OUTSIDE AIR

INLET

2.500OPEN

18.010

TOP

5.000

10.530

BOTTOM

REARSIDEFRONT

CUT OUT DRAWING

IQ300FPW INTAKE

FAX  724-837-3386

141 WILSON AVENUE

GREENSBURG, PA  15601

INDUSTRIAL COOLING EQUIPMENT

724-837-2204  *  1-888-867-8234

0
.
0
0
0

0.000

(2) 15.687

(2) 2.250

(2) 8.000

18.010

(
3
)
 
1
.
0
7
8

(
4
)
 
9
.
4
5
3

1
0
.
5
3
0

1
.
9
6
5

8
.
5
6
5

17.293

14.456

Ø0.375 (6)

13.687

Ø1.250

OMIT FOR

IQ150FPW

EXHAUST



0IQ351157

IQ300FPW

SHEET 2 OF 2

10-20-08

DATE

JMH

DRAWN SCALE

NONE

ICE QUBE, INC.

OR ALTERED WITHOUT AUTHORIZATION OF

QUBE, INC. AND IS NOT TO BE DUPLICATED

THIS DRAWING IS THE PROPERTY OF ICE

PROPRIETARY DRAWING

IQ300FPW EXHAUST

GASKET DRAWING

*IMPORTANT*

GASKET MUST BE

APPLIED AS SHOWN

FOR PROPER OPERATION

AND TO MAINTAIN

NEMA INTEGRITY

FROM CABINET

EXHAUST

OUTLET

2.500OPEN

18.010

TOP

5.000

10.530

BOTTOM

REARSIDEFRONT

CUT OUT DRAWING

IQ300FPW EXHAUST

EXHAUST AIR

EXHAUST CABINET

724-837-2204  *  1-888-867-8234

INDUSTRIAL COOLING EQUIPMENT

GREENSBURG, PA  15601

141 WILSON AVENUE

FAX  724-837-3386

0
.
0
0
0

0.000

(2) 15.687

(2) 2.250

(2) 8.000

18.010

(
3
)
 
1
.
0
7
8

(
4
)
 
9
.
4
5
3

1
0
.
5
3
0

1
.
9
6
5

8
.
5
6
5

17.293

14.456

Ø0.375 (6)

13.687

Ø1.250

OMIT FOR

IQ150FPW

EXHAUST


