IQ400FPP SPEC DRAWING
470/380 CFM FREE AIR @ 120/110 VAC 60/30 HZ
PUSH-PULL : 940/760 CFM FREE AIR @ 120/110 VAC 60/30 HZ
4707380 CFM FREE AIR @ 230/220 VAC 60/30 HZ
PUSH-PULL : 940/760 CFM FREE AIR @ 230/220 VAC 60/30 HZ
MAXIMUM AMPS : .70/.77 @ 120/110 VAC 60/30 HZ
TOP PUSH-PULL : MAXIMUM AMPS : 140/1.54 @ 120/110 VAC 60/30 HZ
MAXIMUM AMPS : .34/.38 @ 230/ 220 VAC 60/50 HZ

PUSH-PULL : MAXIMUM AMPS : .68/.76 @ 230/ 220 VAC 60/50 HZ
MAXIMUM OPERATING TEMPERATURE : 176°F
rﬁ_ﬁ_‘ WEIGHT: 5 LBS

FRONT RIGHT SIDE

I 16,535 1 0.531" l—

7.087
—| 3.005 L
o IQ400F PP 28 IQ400F PP
T cuTouT o8 REAR VIEW
o —
90188 U2 [ 77.087
J 7 s 5 tl=¢,722 (5) [ —o— —
6.502 = =
° 3543 (@) 1
0,585 = =
5283 5 5 5 o+—0.365 (5)
N
S\ 0 9 2 N
S m ™ o X —
SR~ < 0 N 3
& 8§ 8 § 8
GREENSBURG, PA 15601
3 ADDED PUSH-PULL 6-12-17 RCC I] @ IE[E] [u] [h] @ M;:Mm:—‘;’::’ﬂ
2 UPDATED SPEC 2-10-10 JMH PART NaHE 1Q400F PP
1 UPDATED SPEC 11-14-08 | __JWH DRV R
JMH NONE
I whR e e et 1o 1 | 10280803 | 3




