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IQ5000V16
COOLING CAPACITY: 5000 BTUH (1466W) @131 F (55 C)
MAXIMUM AMPS: 2.4 (1152W) @480V/60HZ
MAXIMUM OPERATING TEMP: 131 F (55 C)
MINIMUM OPERATING TEMP: -40 F (-40 C)
DIMENSIONS: 40.10" (1017MM) H X 15.93" (405MM) W X 7.34" (186MM) D
WEIGHT: 105 LBS (47.7KG)

REV REVISION CHG DATE APP DATE CN #

C ADDED CFM, dBA, AND CLEARANCE INFO RCC 3/22/2018 1351

B ADDED WATTAGE INFO RCC 12/15/2017  

A REDRAWN IN SW RCC 4/4/2017
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CONDITIONED
AIR OUTLETS

1/4 - 20 X 1.0" LG
PEM STUD (2)
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OPTIONAL:
ETHERNET

CONNECTION PORT

POWER CORD

OPTIONAL:
EXTERNAL
HEAT OUTPUT

1/4 - 20 PEM NUT (6)

.375 [9.53] O.D.
OVERFLOW

DRAIN

FUSE BLOCK

1.250
31.75

OPTIONAL:
ETHERNET

CONNECTION PORT

1.250
31.75

POWER
SUPPLY

1.250
31.75

OPTIONAL:
EXTERNAL

HEAT OUTPUT

(8) .375
9.53

 0
 

(2
) 

.5
28

13
.4

1

(2
) 

4.
09

1
10

3.
91

(2
) 

11
.8

41
30

0.
76

(2
) 

15
.4

04
39

1.
26

 
15

.9
32

40
4.

67
 

(2
) 

14
.5

91
37

0.
61

 
12

.0
91

30
7.

11
 

 
1.

08
6

27
.5

8
 

 
14

.8
36

37
6.

83
 

 
1.

62
8

41
.3

5
 

 
6.

07
4

15
4.

28
 

 
10

.0
02

25
4.

05
 

 
14

.4
48

36
6.

98
 

 0 

(2) 6.935
176.15

(2) 13.935
353.95

(2) 20.935
531.75

 27.060
687.32

 

 28.560
725.42

 
 29.310

744.47
 

 31.435
798.45

 

 33.185
842.90

 

(2) 35.935
912.75

 36.585
929.26

 

 39.420
1001.27

 
 40.026

1016.66
 

 .748
18.99

 

 3.873
98.36

 

 
12

.9
06

32
7.

81
 

 
15

.1
86

38
5.

72
 

*IMPORTANT*
GASKET MUST BE

APPLIED AS SHOWN
FOR PROPER OPERATION

AND TO MAINTAIN
NEMA INTEGRITY.

EVAP. OUTLET ≈ 236 CFM
COND. OUTLET ≈ 410 CFM
SOUND LEVEL @5FT FROM UNIT @ A HT. OF 3FT = 66 dBA
SOUND LEVEL @2FT FROM UNIT @ A HT. OF 5FT = 64 dBA
CONDENSER INLET MIN. CLEARANCE 2.34"
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